
Mixing ratio Base Activator
-by volume 2 5
-by weight 2 5

Theoretical coverage rate per kg. @ 3 mils.

Ambient
Temperature

Working
Life

Minimum
Overcoating

Maximum
Overcoating

o o41 F   5 C 120 min 16 hrs 48 hrs
o o59 F 15 C 75 min 12 hrs 36 hrs
o o77 F 25 C 60 min 8 hrs 24 hrs
o o86 F 30 C 50 min 5 hrs 16 hrs

2 270 - 80 ft  / 6 - 7 m

®

PLEASE READ THESE INSTRUCTIONS AND MATERIAL 
SAFETY DATA SHEET (MSDS) CAREFULLY PRIOR TO USE

o o41 F 5 C 120 min 16 hrs 48 hrs
o o59 F 15 C 75 min 12 hrs 36 hrs
o o77 F 25 C 60 min 8 hrs 24 hrs
o o86 F 30 C 50 min 5 hrs 16 hrs
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All information contained herein is based on long term testing in our 
laboratories as well as practical field experience and is believed to be reliable 
and accurate.  No condition or warranty is given covering the results from use 
of our products in any particular case, whether the purpose is disclosed or not, 
and we cannot accept liability if the desired results are not obtained.
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electronic, or mechanical including photocopying, recording, taping or 
information storage and retrieval systems - without written permission of 
ENECON Corporation.
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